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Workpiece:  
 
Material: 18 MnCr5 
 
 
Manufacturing requirement: 
 
Forming of internal spline in blind 
hole, module 1.5875 
 

Production rate:  
 
Cycle time: 15 sec 
 

Machine:  
 
Model: Aximus H02 
 
Press force: 700 kN static 
 400 kN recursive 
 
Required floor space with integrated 
cabin: (L x W x H) 
approx. 6,000 x 2,000 x 2,500 mm 
 
Weight: approx. 9,800 kg 
 
Required power: approx. 60 kW�
��

No: 102-047 E 

Components produced by Axial Forming:  

Central Shaft 
 

06-0038F 

�

Previous technique:  
 
New application 
 
 
Spline data : 
 

·  Spline type: diametral pitch 

·  Number of teeth: 15 

·  Module: 1.5875 

·  Pressure angle: 30° 

·  Minor diameter: ø 22.280 +0.130 / -0 mm 

·  Major diameter: ø 26.060 +0.130 / -0 mm 

·  Dimension over pins: ø 19.882 +0.071 / -0 mm 
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Advantages at a glance:  
 
·  Low cycle time  
 

·  Highest process reliability 
 

·  High constant spline quality 
 

·  Continuous grain structure 
 

·  No chips to be removed 
 

·  Excellent surface 

Reference: Arcoprofil 
 
Final customer:  ZF 

 


